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10.9m Boom 

16.1m Boom 

21.4m Boom 

25.0m Boom 

31.2m Boom 

37.1m Boom 

42.3m Boom 

46.1m Boom 

50.0m Boom 

9.2m Jib 

17.6m Jib 

Boom: 10.9m – 51.00m (five section full power boom) 

Swingaway Bi–fold: 9.2/17.6m  (offset: 0˚/20˚/40˚)

Counterweight options: 5t, 8t, 18t

General Dimensions and Specifications
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Total Rated Loads – Main Boom
Operating Outriggers fully extended (360˚)

Radius (m) 10.9m 16.1m 21.4m 25.0m 31.2m 37.1m 42.3m 46.1m 50.0m
3.0 80.0*
3.0 70.0
3.5 64.7 50.0
4.0 59.6 50.0 40.0
4.5 55.2 50.0 38.0 30.0
5.0 51.3 47.6 35.5 30.0 17.0
6.0 42.2 41.8 31.7 28.9 17.0 15.0
7.0 35.2 34.9 28.6 26.1 17.0 14.7 11.0
8.0 28.4 29.8 26.0 23.5 17.0 14.1 11.0 8.0

0.60.80.115.310.716.126.328.520.9
0.60.80.119.211.611.912.121.220.01

12.0 16.2 15.4 15.3 13.9 11.5 10.8 7.8 6.0
9.55.78.92.011.211.318.310.41
7.51.76.81.95.018.013.110.61
4.57.66.71.85.89.83.90.81
0.51.68.64.71.74.70.02

22.0 5.9 6.3 6.2 5.6 4.6
24.0 5.2 5.3 5.2 5.1 4.2
26.0 4.8 4.5 4.3 4.5 3.8
28.0 4.0 3.8 3.8 3.5
30.0 3.5 3.5 3.2 3.2
32.0 3.0 3.0 2.7 2.7
34.0 2.5 2.3 2.3
36.0 2.2 1.9 1.9
38.0 1.8 1.5 1.5
40.0 1.2 1.2
42.0 0.9 0.9
44.0 0.6

* over rear

18t

Total Rated Loads – Main Boom
Operating Outriggers fully extended (360˚)

Radius (m) 10.9m 16.1m 21.4m 25.0m 31.2m 37.1m 42.3m 46.1m 50.0m
3.0 80.0*
3.0 70.0
3.5 64.4 50.0
4.0 59.3 50.0 40.0
4.5 53.0 50.0 38.0 30.0
5.0 46.8 46.5 35.5 30.0 17.0
6.0 37.7 37.5 31.7 28.9 17.0 15.0
7.0 31.3 30.9 28.6 26.1 17.0 14.7 11.0
8.0 24.1 23.7 22.6 22.5 17.0 14.1 11.0 8.0
9.0 19.0 17.9 17.9 17.0 13.5 11.0 8.0 6.0

0.60.80.119.211.610.619.616.510.01
0.68.78.015.118.112.217.210.110.21
9.55.72.93.98.81.97.90.41
7.51.71.75.74.71.76.70.61

18.0 6.1 5.6 6.4 6.1 6.0 5.8 5.4
20.0 4.4 5.3 4.9 4.9 4.6 4.6
22.0 4.3 3.9 3.9 3.7 3.7
24.0 3.6 3.2 3.2 2.9 2.9
26.0 2.9 2.5 2.5 2.3 2.3
28.0 2.0 2.0 1.7 1.7
30.0 1.6 1.6 1.3 1.3
32.0 1.2 1.2 0.9 0.9
34.0 0.9
36.0 0.6

* over rear

8t
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Total Rated Loads – Main Boom
Operating Outriggers fully extended (360˚)

Radius (m) 10.9m 16.1m 21.4m 25.0m 31.2m 37.1m 42.3m 46.1m 50.0m
3.0 70.0
3.5 64.4 50.0
4.0 58.8 50.0 40.0
4.5 51.2 50.0 38.0 30.0
5.0 45.2 44.9 35.5 30.0 17.0
6.0 36.4 36.2 31.7 28.9 17.0 15.0
7.0 27.9 27.5 26.2 26.1 17.0 14.7 11.0
8.0 21.4 21.0 19.9 19.8 17.0 14.1 11.0 8.0

0.60.80.115.310.710.610.717.610.9
0.60.80.119.214.419.415.516.310.01

12.0 9.4 11.1 10.5 10.1 10.7 10.5 7.8 6.0
9.55.78.73.83.88.73.80.41
7.52.64.64.68.69.55.60.61

18.0 5.1 4.6 5.4 5.0 5.1 4.8 4.8
7.37.30.40.44.45.30.02

22.0 3.5 3.1 3.1 2.8 2.8
24.0 2.8 2.4 2.4 2.2 2.2
26.0 2.3 1.9 1.9 1.6 1.6
28.0 1.4 1.4 1.1 1.1
30.0 1.0 1.0 0.7 0.7
32.0 0.7 0.7

5t

Total Rated Loads – Fly Jib
Outriggers fully extended (360˚)

46.1m Main Boom
Operating m6.71m2.9
Radius (m) 0˚ 20˚ 40˚ 0˚ 20˚ 40˚

10.0 3.8
12.0 3.8 1.5

5.14.38.30.41
16.0 3.8 3.4 3.0 1.5

4.15.19.22.37.30.81
4.15.18.21.36.30.02

22.0 3.4 3.0 2.7 1.4 1.4
2.14.14.16.28.22.30.42
1.14.13.15.27.20.30.62

28.0 2.9 2.5 1.13.13.14.2
1.13.13.13.23.27.20.03
1.12.12.12.22.25.20.23
1.12.12.10.21.24.20.43

36.0 2.1 0.12.11.19.10.2
0.11.11.18.19.17.10.83
0.11.11.17.16.14.10.04
0.11.10.13.11.10.24
0.10.10.10.19.00.44

46.0 0.7 0.10.19.08.0
48.0 0.7 0.9 1.0
50.0 0.7

18t

Total Rated Loads – Fly Jib
Outriggers fully extended (360˚)

50.0m Main Boom
Operating m6.71m2.9
Radius (m) 0˚ 20˚ 40˚ 0˚ 20˚ 40˚

12.0 2.8
0.18.28.20.41
0.16.28.28.20.61

18.0 0.15.27.28.2
0.10.14.25.27.20.02
0.10.13.24.25.20.22

24.0 2.4 2.3 2.1 1.0 1.0 1.0
0.10.10.10.21.22.20.62
0.10.10.19.10.21.20.82
0.10.19.08.19.10.20.03
0.10.19.07.18.19.10.23

34.0 1.8 0.19.08.06.17.1
36.0 1.7 1.6 9.09.08.05.1

9.08.08.05.15.16.10.83
8.08.08.04.15.14.10.04
8.08.07.02.11.10.24
8.08.07.00.18.00.44

46.0 7.07.07.07.06.0
48.0 0.6 7.07.0
50.0 0.6

18t
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Total Rated Loads – Fly Jib
Outriggers fully extended (360˚)

46.1m Main Boom
Operating m6.71m2.9
Radius (m) 0˚ 20˚ 40˚ 0˚ 20˚ 40˚

10.0 3.8
12.0 3.8 1.5
14.0 5.14.38.3

5.10.34.38.30.61
4.15.19.22.37.30.81
4.15.18.21.36.30.02
4.14.17.20.34.30.22

2.14.14.16.28.22.30.42
1.14.13.15.27.25.20.62

28.0 1.13.13.14.23.20.2
1.13.13.11.28.15.10.03
1.12.12.16.14.11.10.23
1.12.10.12.10.18.00.43
0.12.17.09.07.00.63

38.0 0.19.06.0
40.0 9.06.0
42.0 0.6

8t

Total Rated Loads – Fly Jib
Outriggers fully extended (360˚)

50.0m Main Boom
Operating m6.71m2.9
Radius (m) 0˚ 20˚ 40˚ 0˚ 20˚ 40˚

12.0 2.8
0.18.28.20.41

16.0 2.8 2.8 2.6 1.0
0.15.27.28.20.81

0.10.14.25.27.20.02
22.0 2.5 2.4 0.10.13.2

0.10.10.11.23.24.20.42
0.10.10.10.21.22.20.62

28.0 1.9 2.0 0.10.10.19.1
0.10.19.08.18.15.10.03
0.10.19.06.14.11.10.23
0.19.08.02.10.17.00.43

36.0 0.7 0.9 9.09.07.0
38.0 9.08.0
40.0 8.06.0
42.0 0.6

8t
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Total Rated Loads – Fly Jib
Outriggers fully extended (360˚)

50.0m Main Boom
Operating m6.71m2.9
Radius (m) 0˚ 20˚ 40˚ 0˚ 20˚ 40˚

12.0 2.8
0.18.28.20.41
0.16.28.28.20.61

18.0 0.15.27.28.2
0.10.14.25.27.20.02

22.0 2.5 2.4 0.10.13.2
0.10.10.11.23.23.20.42
0.10.10.10.21.27.10.62
0.10.10.19.17.13.10.82
0.10.19.05.12.19.00.03

32.0 0.9 1.1 0.7 1.0 1.0
34.0 0.19.07.0
36.0 9.06.0
38.0 0.8

5t

Operating Total Rated Loads – Main Boom
Radius (m) Free on wheels – over rear

10.9m 16.1m
3.215.210.4
1.113.115.4

5.0 0.012.01
2.84.80.6

7.0 7.60.7
8.0 5.8 5.5

6.40.9
8.30.01

12.0 2.5

10.9m 16.1m
7.110.210.4
5.018.015.4

5.0 9.7 9.5
6.0 7.9 7.7

3.65.60.7
2.54.50.8

9.0 4.2
5.30.01
2.20.21

18t

8t

Operating Total Rated Loads – Main Boom
Radius (m) Free on wheels – over rear

10.9m 16.1m
6.118.110.4
3.016.015.4

5.0 3.95.9
5.78.70.6

7.0 2.64.6
8.0 5.3 5.1

0.40.9
2.30.01

12.0 1.8

5t

Total Rated Loads – Fly Jib
Outriggers fully extended (360˚)

46.1m Main Boom
Operating m6.71m2.9
Radius (m) 0˚ 20˚ 40˚ 0˚ 20˚ 40˚

10.0 3.8
12.0 3.8 1.5
14.0 5.14.38.3

5.10.34.38.30.61
4.15.19.22.37.30.81
4.15.18.21.36.30.02
4.14.17.20.31.30.22
4.14.16.28.24.20.42

2.14.13.15.23.28.10.62
28.0 1.13.13.10.27.14.1

1.13.12.15.13.19.00.03
1.12.19.01.19.06.00.23
1.11.16.07.06.00.43

36.0 0.18.0
38.0 0.8

5t


